M149A2 (WATER BUFFALO)

- MINIMUM WEIGHT – 2800 LBS

- MAX WEIGHT – 6320 LBS

* CAN ONLY FLY EMPTY OR FULL. CANNOT FLY WITH LOADS INBETWEEN. 

10K LINK CTN – 75 IN THE FRONT & 90 IN THE REAR

23K LINK CTN – 61 IN THE FRONT & 72 IN THE REAR (WILL NOT SEE IT ON THE TEST) (REQUIRES 86 LINKS, BUT THERE ARE ONLY 82 AVAILABLE)

CAN BE LIFTED WITH: 

UH-1H (4000 LBS) – IF THE WEIGHT OF THE LOAD DOES NOT EXCEED THIS #

UH-1N (5000 LBS) - IF THE WEIGHT OF THE LOAD DOES NOT EXCEED THIS #

* SOFT POINT OF CONTACT REQUIRED. 

UH-60 Blackhawk

Cargo Hook Tensile strength

UH-60A = 8,000 lbs

UH-60L = 9,000 lbs

10K apex spacer MUST be used

25K apex spacer will not be used – Will not be used for the exam
CH-47

Cargo Hook Tensile strength

CH-47C = 20,000 lbs

CH-47D = 26,000 lbs

Fore and aft cargo hooks


Each 17,000 lbs


Combined 25,000 lbs
10K apex spacer MUST be used

25K apex spacer IS OPTIONAL  

PREPARATION 

· TOW CHAIN – SECURED TO THE FRAME (PERMANENT TIE)
· ALL HOSES NEED TO BE SECURED IN TWO PLACES (PERMANENT TIES – 550 CORD OR 1/4” NYLON WRAPPED TWICE)

· JACK HANDLE – IN THE “C” CLAMP SEATED OR TIED TO THE HANDLE (PERMANENT TIE)

· NOZZLE CORE COVER – RUBBER CLAMP OR TIED IN TWO PLACES WITH PERMANENT TIES

· ALL GLASS AND REFLECTORS COVERED WITH TAPE

· PARKING BRAKE IS ENGAGED (POINT OUT AT YOU)

· BUFFER TAPE IS ON THE BACK OF THE WATER TANK (1/4” – 1/2" WAY UP)
· PORT COVER – 1 OR 2 CLAMPS OR 2 PERMANENT TIES INSTEAD

APEX – SIX COMPONENTS

1. APEX

2. BAR

3. SPACER

4. FORGED BOLT

5. CASTLELLATED NUT

6. COTTER PIN

GRAB HOOK ASSEMBLY 

1. GATE

2. SPACER

3. FORGED BOLT

4. DOME NUT

5. SNAP RING

6. COUPLING LINK

INSPECTION 


* START FROM THE FRONT AND GO IN A CLOCKWISE MANNER

· APEX ON TOP 

· COUNT 75 LINKS ON EACH SIDE

· CHECK THE GRAB HOOK ASSEMBLY (6 PARTS)

· THE CHAINS ARE LOOPED THROUGH THE SLING HANDLE IN THE SAME MANNER
· TOW HOOKS ARE SECURED TO THE FRAME (PT)

· HOSES ARE SECURED TO THE FRAME (2 PLACES USING PTs)

· JACK HANDLE IS SECURED TO THE FRAME (C CLAMP OR PT)

· ALL LIGHTS AND REFLECTORS ARE TAPED

· BRAKE IS ENGAGED

· WATER NOZZLE COVER IS SECURED (RUBBER CLAMP OR TWO PTS)

· CHECK THE FLAT AREAS FOR FODS

· REAR LINKS ARE COUNTED 90 ON EACH SIDE

· THE GRAB HOOK ASSEMBLY IS INSPECTED (SIX COMPONENTS)

· THE CHAIN IS LOOPED THROUGH THE FRAME FROM TOP DOWN AND INSIDE / OUT OR OUTSIDE IN. BOTH SIDES HAVE TO BE IDENTICAL.

· TANK BUFFER IS TAPED

· CHECK THE PORT HOLE COVER. MUST HAVE ONE OR TWO CLAMPS OR TWO PTs
· CHECK THE APEX. SIX COMPONENTS. THE CORRECT APEX AND THE CORRECT APEX LEGS

· OUTER LEGS TO THE FRONT AND THE INNER LEGS TO THE REAR. THERE IS A CLUSTER TIE APPROX 12” FROM THE APEX 

· THERE IS A BREAKAWAY TIE EVERY 2-3 FEET  BOTH WAYS. 

Fuel Blivit

Min weight: 500 lbs

Max weight: 4,200 lbs
Link Count

10K LINK CTN – 3 ON BOTH SIDES
25K LINK CTN – 5 ON BOTH SIDES
CAN BE LIFTED WITH: 

UH-1H (4000 LBS) – IF THE WEIGHT OF THE LOAD DOES NOT EXCEED THIS #

UH-1N (5000 LBS)

* SOFT POINT OF CONTACT REQUIRED. 

UH-60 Blackhawk

Cargo Hook Tensile strength

UH-60A = 8,000 lbs

UH-60L = 9,000 lbs

10K apex spacer MUST be used

25K apex spacer will not be used 

CH-47

Cargo Hook Tensile strength

CH-47C = 20,000 lbs

CH-47D = 26,000 lbs

Fore and aft cargo hooks


Each 17,000 lbs


Combined 25,000 lbs

10K apex spacer MUST be used

25K apex spacer IS OPTIONAL  

INSPECTION 
· THE LARGE CLEVIS IS INSPECTED. HAND TIGHTENED AND TAPED ON BOTH ENDS 
· BREAKAWAY TIES EVERY 2-4 FEET

· LINK COUNTED

· GRAB HOOK ASSEMBLY IS INSPECTED (6 POINTS)

· THE EYELID OF BOTH GRAB HOOK ASSEMBLIES ARE TIED TOGETHER USING A BREAKAWAY 
· BOTH SIDES HAVE A BOLT AND THE COTTER PIN IS PRESENT
· THE NOZZLE IS TAPED

CARGO NET
Min weight: 500 lbs

Max weight: 5,000 lbs

SEQUENCE IS 1,3,2,4 OR 1,3,4,2

NO LINK COUNT

CAN BE LIFTED WITH: 

UH-1H (4000 LBS) – IF THE WEIGHT OF THE LOAD DOES NOT EXCEED THIS #

UH-1N (5000 LBS)

* SOFT POINT OF CONTACT REQUIRED. 

UH-60 Blackhawk

Cargo Hook Tensile strength

UH-60A = 8,000 lbs

UH-60L = 9,000 lbs

10K apex spacer MUST be used

25K apex spacer will not be used 

CH-47

Cargo Hook Tensile strength

CH-47C = 20,000 lbs

CH-47D = 26,000 lbs

Fore and aft cargo hooks


Each 17,000 lbs


Combined 25,000 lbs

10K apex spacer MUST be used

25K apex spacer IS OPTIONAL  

INSPECTION 


* START FROM THE FRONT AND GO IN A CLOCKWISE MANNER

· CHECK THE MANUFACTURED APEX
· THE FIRST STRAP IS TEDERED TO THE APEX

· THE HOOKS ARE INTERCHANGED

· THE HOOKS ARE PERMANENTLY SECURED USING 100MPH TAPE WRAPPED TWO TIMES AROUND THE FIXTURE

· CLUSTER TIE?
· EVERY 2-3 FEET WILL HAVE A BREAKAWAY TIE

· PUT THE WHOLE SET OVER YOUR SHOULD AND CHECK FOR ANY WRONG ROUTING OF THE STRAPS. GO IN A CLOCKWISE MANNER. 

· CHECK THE A7A STRAP AND ENSURE THAT IT IS NOT CONNECTED TO THE LOAD, ROUTED ALL THE WAY AROUND THE TOP OF THE LOAD AND IS NOT TWISTED TO THE POINT OF LOOKING LIKE A ROPE. 

· EXCESS A7A IS WRAPPED AWAY FROM THE LOAD AND SECURED TO THE STRAP, NOT GIVING A RAMP LIKE LOOK. IT IS SECURED WITH A BREAKAWAY TIE. YOU SHOULD SEE THE SEQUENCE – (GREEN, GREEN, METAL, AND PACKMAN)

A22 Bag

Min weight: 500lbs

Max weight: 2200lbs

10K LINK CTN - 3

25K LINK CTN - 3

CAN BE LIFTED WITH: 

UH-1H (4000 LBS) 

UH-1N (5000 LBS)

* SOFT POINT OF CONTACT REQUIRED. 

UH-60 Blackhawk

Cargo Hook Tensile strength

UH-60A = 8,000 lbs

UH-60L = 9,000 lbs

10K apex spacer MUST be used

25K apex spacer will not be used 

CH-47

Cargo Hook Tensile strength

CH-47C = 20,000 lbs

CH-47D = 26,000 lbs

Fore and aft cargo hooks


Each 17,000 lbs


Combined 25,000 lbs

10K apex spacer MUST be used

25K apex spacer IS OPTIONAL  

INSPECTION 

· CHECK THE APEX (SIX POINTS)

· GRAB HOOK ASSEMBLY 

· LINK COUNT

· MEDIUM CLEVIS. IT IS HAND TIGHTENED AND TAPED ON BOTH ENDS. 

· 24” STRAPS ARE STRAIGHT WITH NO TWISTS. THE NIPPLES OF THE STRAPS ARE FACING DOWN AND TAPED ONCE AROUND. 

· ROTATE IN A CLOCKWISE DIRECTION AND CHECK ALL THE STRAPS

· ENSURE THAT THE STRAPS DO NOT INTERMINGLE WITH OTHER SECURING STRAPS OF THE A22 BAG

· ALL EXCESS STRAPS ARE ROLLED AND SECURED TO THE STRAP USING A BREAKAWAY TIE. THE SEQUENCE SHOULD BE “GREEN, GREEN, METAL, AND PACKMAN”

· LACING STRINGS MUST BE FROM THE BOTTOM UP AND CROSS BEFORE GOING THROUGH THE EYELIDS. THE EXCESS IS TAPED TO THE STRING. 

· NO LACING STRING IS TO BE ROUTED THROUGH ANY STRAPS OR TIEDOWNS!!! FOLLOW IT WITH YOUR FINGER

· ONLY 1/4" USED TO TIE DOWN ALL LOOSE STRAPS (NO PTs)
M1097 hmmwv

Min weight: 5,500 lbs

Max weight: 10,300 lbs

Link Count

10K LINK CTN - 
74 IN THE FRONT & 10 IN THE REAR
25K LINK CTN - 
60 IN THE FRONT & 10 IN THE REAR



CAN BE LIFTED WITH: 

UH-60 Blackhawk

Cargo Hook Tensile strength

UH-60A = 8,000 lbs

UH-60L = 9,000 lbs

10K apex spacer MUST be used

25K apex spacer will not be used 

CH-47

Cargo Hook Tensile strength

CH-47C = 20,000 lbs

CH-47D = 26,000 lbs

Fore and aft cargo hooks


Each 17,000 lbs


Combined 25,000 lbs

10K apex spacer MUST be used

25K apex spacer IS OPTIONAL  
INSPECTION 


* GO AROUND IN A CLOCKWISE DIRECTION

· WHEELS ARE STRAIGHT

· LIGHTS ARE TAPED

· CHECK THE LINKS 

· CHECK THE GRAB HOOK ASSEMBLY (6 PARTS)

· CHECK THE MIRRORS. CHECK THE TIEDOWN AND ENSURE THAT THE STRING IS NOT OVER THE APEX LEGS. THE MIRRORS ARE TAPED DOWN.

· CHECK THE FUEL GAUGE

· CHECK THE WINDSHIELD AND ENSURE THAT THEY ARE TAPED

· ENSURE THAT THE PARKING BRAKE IS ENGAGED

· ENSURE THAT THE STEERING WHEEL IS LOCKED WITH THE STEERING LOCK OR IS TIED DOWN IN TWO SEPARATE PLACES

· ENSURE THAT THE GEAR IS IN NEUTRAL

· ENSURE THAT THE CABLE IS TIED DOWN

· ENSURE THAT THE A7A’S METAL IS AGAIN THE METAL FRAME

· CHECK THE SEAT BELTS

· CHECK THE LIGHTS

· CHECK THE REAR LINKS (10). CHECK THE BREAKAWAY TIE. CHECK THE GRAB HOOK ASSEMBLY 

· ENSURE THAT THE CHAIN IS ROUTED THROUGH THE SLING LOOP

· CHECK THE FUEL COVER

· CHECK THE APEX (SIX PARTS)

· CLUSTER TIE 
· BREAKAWAY TIES EVERY 3-4 FEET. PHYSICALLY CHECK THEM ALL!!!
· CHECK FOR FODS
